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ANCHORING TO WALLS ANCHORING TO FLOORS

UPRIGHT
DEPTH

CONCRETE WALL 1 -  1/ 4X1   1/2 DYNA
ON 4’ - 0’ CENTERS

LUNDIA CLAMP ATTACHED TO 1X4
WITH #10 X 3/3 PHSHS

VALL ANCHORAGE
SCALE N.T.SLUNDIA CLAMP

UPRIGHT STILE
STUD WALL 1 - #10 X 2  1/4 FHSMS
TO EACH STUD APPROXAMATELY
16’ ON CENTER

2 - #10 MACHINE BOLTS
     #10 - 32 X 2’ MS
     #10 LOCK NUT

3 / 8’ O WEDGE BOLT
WITH HEXNUT
WITH 3’ HIN EMBEDNENT 3 X 3 ANGLE

NOTE: ANCHOR 1 FACE AT OUTSIDE UPRIGHTS AND
ANCHOR BOTH FACES OF INTERMEDIATE UPRIGHTS.

FLOOR ANCHORAGE
SCALE N.T.S.

Attach a continuous 1” x 4” strip of lumber along the length of the
shelving run at the recommended anchoring locations. Uprights are 
screwed to the 1” x 4” using half of a standard back-to-back clamp
with hardware as detailed above.

Floor anchoring can be accomplished by using a 3” right angle
iron attached at the bottom of each stile of each upright and
anchored to the floor.

● On units 96” high or less anchor 2 places.
● On units over 96” high anchor 3 places.
 (See Clamp Locations on facing page)

Note: Using this method of floor anchoring
waives the overhead bracing requirements for
shelving units up to 10’ in height, provided
that all stiles are so anchored.

OVERHEAD BRACING GUIDELINES
Local building codes may require modifications

to these guidelines ! ! !
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A = Anchorage to floor or wall required. Overhead
      bracing may be substituted.
O = Overhead bracing, floor and wall anchoring is required.
X = Anchorage to floor, wall or overhead bracing is optional.

Overhead bracing is achieved by running 1” x 4” 
boards from unit to unit across the tops. Bracing
is screwed or nailed into the tops of the
uprights, or into the middle of the top shelves. 
Ordinarily the end of the bracing would be 
attached to a wall shelving unit which would be
anchored. When no wall unit exists, the bracing is
nailed into the top of a 2” x 4” board which is 
mounted to the wall at the proper height. The 
2” x 4” is not supplied by Lundia.

1 x 4 MOUNTED 
         TO WALL

OVERHEAD BRACING
SCALE M.T.S.

1 X 4 BOARD FROM UNIT 
TO UNIT ACROSS THE TOP






